| Technical Coating Data

panels for roofing and cladding, building materials (tiles,

guttering etc).

Technical information

External uses in severe environments: profiles, sandwich

Top coat
Primer

Metal coating

\. Steel
)‘X_‘ Metal coating
Backing coat

Thickness’ 55 microns
Composition Front 25 microns primer 4+ 30 microns polyurethane top coat
Back 10 or 12 microns backing coat
Gloss (Gardner 60°)° 30GU
Appearance Grained
Performance
Adhesion of the coating (T-bend) <17
Resistance to cracking on bending (T-bend) <15T
Impact resistance 18 J
Clemen scratch resistance > 3 kg
Corrosion resistance:
Salt spray test 700 hours
Corrosion resistance category RC5+4, except for metallic colours RC5
Condensation resistance (QCT) 1500 hours
Internal environment classification CPI4

UV resistance:
QUV (UVA + H20) test
UV resistance category

Fire behavior classification (EN 13501-1)
Resistance to acids and bases
Resistance to solvents:
Aliphatics and alcohols
Ketones
Aromatics
Resistance to mineral oils

AE < 2; GR = 80%
RUV4

Al, except for the metallic colours A2
Good to very good

Very good

Low

Good to very good
Very good

These performance characteristics refer specifically to metallic coating Z275/ZA255.

Guarantee”

Non-perforation of the sheet metal
Non-delamination of the paint
Aesthetic appearance (AE < 3; Gloss retention > 80%)

Benefits

< 30 years, depending on the external environment
< 30 years, depending on the external environment
< 5 years, depending on the geographic location and
the paint colour

* Very good UV resistance
* Excellent corrosion resistance

Nominal value, tolerance according to EN 10169.

This guarantee(s) is (are) subject to our general terms and conditions of sale and only applies(y) if effectively granted by our supplier responsible for the coating.
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To ensure that you have the latest version at hand, we
invite you to retrieve the latest version on our website:
www.joriside.com.
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